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1. Installation tools required. 

 

      
 

 
MEASURING TAPE

 

RATCHET           

 

7/16”, 1/2”, 9/16” SOCKET 
 

 

WRENCH 

         

DRILL 

 
  

PLUS NUT TOOL 
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2. Ladder racks mounting installation.  

2.1. Remove existing plugs from vehicle roof holes; 
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2.2. For each roof hole, add a neoprene washer; 
2.3. Add the track for each side; 
2.4. Set the position of the tracks and align them; 
2.5. Tighten everything with hex. head flanged serrated bolt; 
2.6. Insert the track nuts in tracks in order to receive the feet. Each foot has two track nuts; 
2.7. Measure the distance, center to center, between tracks – you will use this in step #6.2. 

 

 
Fig. 3.11 

 
  

Track nut 

Roof threaded hole 

(M6 x 25mm) 
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3. 1520, 1525 and 1530 Series Ladder Rack assembly. 
3.1. On the ground, proceed with the Ladder Rack assembly; 
3.2. Install the feet on the Front, Rear and Third Cross Bows, symmetrically with the middle 

and at the distance measured before. Leave bolts loose to allow for adjustment; 
3.3. Install the Front Cross Bow to the Ski and attach the hook. Leave bolts loose to allow 

for hook adjustment; 
3.4. Install the Rear Cross Bow aligning the rear surface of the cross bow bracket to the 

rear surface of the ski and attach the Locking Mechanism; 
3.5. (For 1525 series only) Install the Third Cross Bow centered between the Front and 

Rear Cross Bows; 
3.6. (Not for all Ladder Rack configurations)  Install the Adjustable Cross Bow with its hook. 

Leave bolts loose for final hook adjustment. 

 

Fig. 4.1 

 

Fig. 4.2 

 Fig.  4.3  Fig.  4.4 
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4. 1520, 1525 and 1530 Series Ladder Rack installation on the vehicle. 
4.1. Make sure that the vehicle roof is adequately protected from eventual scratches. Also, 

make sure that the two step ladders used for installation are on each side of the vehicle, 
close enough to the vehicle for safety and in the center of the cargo area; 

4.2. Position the Ladder Rack (minimum two persons) on the vehicle such that the feet are 
on the tracks (rain gutters where applicable); 

4.3. Move the Ladder Rack on the tracks (rain gutters where applicable) to the desired 
position. Conditions to be respected: 

4.3.1. The center of the ladder must be behind the front cross bow when the ladder is 
loaded; 

4.3.2. The rear of the ladder cannot extend beyond the rear bumper of the vehicle. 
4.4. Move the track nuts under the corresponding feet holes ; 
4.5. Tighten every foot on the track with the following hardware: flat washer, spring washer 

and hex. head bolt; 
4.6. Tighten all the feet to its cross bow tightening the corresponding nuts; 
4.7. Be sure that everything is safely assembled. 
 

5. 1505 and 1510 Series Ladder Rack installation on the vehicle. 
5.1. Make sure that the vehicle roof is adequately protected from eventual scratches. Also, 

make sure that the two step ladders used for installation are on each side of the 
vehicle, close enough to the vehicle for safety and in the center of the cargo area; 

5.2. Install the mounting tracks as shown at point Ladder Rack Mounting Installation; 
5.3. Place the feet on the tracks (or rain gutters) to the desired position. Conditions to be 

respected: 
5.3.1. The center of the ladder must be behind the front cross bow when the ladder is 

loaded; 
5.3.2. The rear of the ladder cannot extend beyond the rear bumper of the vehicle. 

5.4. Install the cross bars; 
5.5. Be sure that everything is safely assembled. 
 

6. 1520, 1525 and 1530 Series Ladder Rack adjustment. 
6.1. Initial state of the rack: all elements are tight except the hook on the Front Cross Bow 

and the feet. The Locking Mechanism is in the closed position; 
6.2. Load the ladder on the rack such that the front hook and the locking mechanism hook 

are located between the rungs of the ladder; 
6.3. Move the ladder forward until the rung comes in contact with the hook of the Locking 

Mechanism; 
6.4. Move the front hook forward until it touches the rung of the ladder ; 
6.5. Tighten the bolts on the front hook such that it can still be adjusted ; 
6.6. Open the Locking Mechanism; 
6.7. Remove the ladder; 
6.8. Move the front hook forward 1/4” and then tighten the bolts (this will allow a pre 

tensioning of the Locking Mechanism); 
6.9. Load the ladder on the rack and close the Locking Mechanism. On the handle of the 

mechanism you must have a maximum of 1” displacement below the Locking 
Mechanism to ensure proper clamping of the ladder; 

6.10. If you are adjusting a Combination Ladder Rack (1525 Series), the same procedure 
applies to the hook located on the Adjustable Cross Bow. The position of the cross bow 
must be adjusted according to the length of the stepladder; 

6.11. Be sure that everything is safely assembled. 
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